ARM ROTATION

Range

_ Min {deg) -20

Max(deg) = 261 .

Speed Handset CPU
Min (deg/sec) 6 0.2
Max (deg/sec) | 12 12
Accuracy 0.02

LATERAL

Range

Min (mm) | -1245

Max(mm) & 551
Speed | Handset =~ CPU
Min (mm/fsec) | 16 | 05
Max(mmfsec) ~ 58 | 58
Accuracy [ 0.08

[0 |
Max (mm) | 1200

‘Speed Handset | CPU
Min (mm/sec) | 8.5 0.15

Max(mnvsec) | 165 | 168
Accuracy 0.03

SCINTIBED™
Length | 2000 mm
With head extender | 2320 mm
Width (Min.) | 350 mm
Width [Max.) | 580 mm
Thickness | 30 mm
Absorption | £5.5%
Max panel flexion 2 cm (SPECT)
Maximum load 182 kg (400 lbs.)
GANTRY ROTATION RADIUS ANGULATION
Range Range ' Range ]
Min (deg) | -116 ~ Min (mm) a8 ~ Min (deg) | -31
Max(deg) = 440 Max (mm) 341 Max(deg) = 186
Speed | Handset | CPU | [ Speed Handset = CPU Speed | Handset | CPU
Min (deg/sec) | 4 | 012 Min {mm/sec) | 8.5 | 0.15 Min (deg/sec) | 6 0.2
Max (deg/sec) = 11 | 11 Max(mm/sec) 14 | 14 Max(deg/sec) | 12 | 17
Accuracy 0.08 Accuracy 0.04 Accuracy | 0068 |
3 ACQUISITION HARDWARE 21 Mb of data and program memory

Touchscreen with MacroGraphics™ user interface

15" high-pitch 5-VGA multisvne fat screen color monitor
Digital Deconvolution Detection(D3)System

Application specific integrated circuit technology for
digital corrections {1Mcounts/s processing speed)

63030 CPU acquisition co-processor

68000 CPU gantry co-processor

63030 CPU main processor

Specificaiions are sulyject o change without notice
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3 1/2" DS/HD 1.44 Mb or DS/ED 2.88 Mb foppy disk drive
9 Gb hard disk

O ROOM REQUIREMENTS

Room size:

500 X300 cm {16.4 X 9.8 ft.)

Minimum height: 2.5 m

Gantry weight:
Required power:

2000 kg with high-energy collimators
2.5 kVA nominal, 5 kVA transient
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